
Rugged and Durable
Impact Resistant Housing  
�with Ergonomic Rubber Grip.

True Laser measuring
To Professional Requirements of 1/16-in (1.5mm)  
and up to 195-ft (60m) range.

Loaded with Features
Stake Out, Tracking, 3-Point Pythagoras 
Function, Backlit 3 Line LCD display and 
much more...
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Measuring at the Speed of Light— 
leading edge technology.
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LT-160
True Laser 
Measurer

Fast, Easy, & Accurate 
Distance Measuring

True laser light for the 
MOST ACCURATE measuring

Technical Specifications

      Laser Output:	 635nm, Class II

		 Accuracy:	 Up to ±1/16-in 
	  		  (±1.5mm)

		  Range:	 195-ft (60m)
	  

		  Features:

	 •	 3 Line Illuminated LCD Display

	 •	 Feet/ Tenths/ Inch/ Metric Readings

	 •	 Calculate Area/ Volume 

	 •	 Stake Out Function

	 •	 Min/Max Distance Tracking

	 •	 Timed Readings

	 •	 Historical Memory - 10 inputs

	 •	 Accurate 3-Line Pythagoras 

	 •	 Audible Measurement Indicator

		  Power: 	 2 “AAA” batteries

		 Warranty:	 Two Years

58-LT160 True Laser Measurer
Includes: Batteries, Pouch, and User’s Manual

IDEAL FOR:
• Appraisers
• Carpenters
• Plumbers
• Technicians
• Floor & Tile Layers
• Painters

2This CST/berger™ product is made to  
Class 2M or 3R specifications. This unit 
ships Class 2M unless specified otherwise.

Available at your local CST/berger dealer.

Reference of 
Measurement

Addition/ Subtraction

Historical Memory
Recall the last 10 Values

Timer 
Automatic Measure
Countdown

www.cstberger.com

Indirect Measurement  
(Pythagoras� Method)

Calculate Area m2/ft2

Calculate Volume m3/ft3
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Patented. WO 9427164 & WO 9818019 & WO 0244754 & WO 0216964 & US 5949531 & EP 1195617

Impact Resistant Housing
with Ergonomic Rubber Grip

MULTI-FUNCTION

3 Line Illuminated LCD
with Large Graphical Display

and

       Up to 1/16”
Accuracy

       195’
Range

1

2
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Stake Out a specified distance

Feet/ Tenths/ Inch/ Metric

Metal Endpiece 
 Professional Stop Bracket — easily measures  

an edge or corner

Compact and Light Weight
2” x 4-1/2” (50mm x 110mm)


